
 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
       

 

 

 

 

 

JY X-5 Ventilation – A low priced gaming case  

Inter-Tech has provided this case many handy extras. Details like the 
two silent fans in the side panel which ensures an optimal cooling of 

the components. Additionally, an optional installable 120mm fan 
bracket is part of scope of delivery. 

The HDD-cage is rotated about 90° and equipped with four elastic 
plastic trays for a screwless mounting of the hard drives and to 

ensures that there is as less vibrations as possible. The front panel and 

side panels are coated with high-gloss finishing in black and baby blue 
which provides a fresh and young look.   

Thumbscrews for the side panels, 4x USB 2.0 and front connectors 
which are well placed in the middle of the front and Easy-Clips for a 

screwless mounting of the external hard drives complete this grade 
package. 
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Specifications 

Motherboard ATX, µATX 

Drive Bays 5.25" external: 3 
3.5" external: 1 
3.5" internal: 5 

Front Connectors USB 2.0: 4 
Microphone: 1 
Headphone: 1 

Cooling System Front: 1x 80 or 120mm 

Rear: 1x 120mm 
Side: 2x 120mm 

Fan Side: 2x 120mm 
Packing Units Shipping Unit: 1 Piece 

Palette: 24 Pieces 

Guarantee and Warranty Case 24 Months Warranty 

Article Number 
EAN-Code 

88881105 
4260133122710 

Scope of Delivery 1x 120mm Fan Bracket 
Screw Set 

Speaker 
2x 120mm Side Fans 

Features                                                                                                      Easy-Clip system 

4x HDD-Tray 
Optional front fan bracket  

Standard 2x 120mm side fan 
Reset button 

Red illuminated LED power button 
1x Drive door 

Side panels attached with thumbscrews 

USB 2.0 and audio connectors as block connector 
HD Audio/AC-97 compatible 
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Certification: 

Power Supply 

Connector Quantity Max. Length 

Mainboard 20+4Pin - - 

P4 12V 4Pin - - 

P4/EPS 4+4Pin - - 

P8 12V 8Pin - - 

PCI-Express 6+2Pin - - 

PCI-Express 6Pin - - 

IDE 4Pin - - 

S-ATA - - 

Floppy - - 

RPM sensor cable - - 

Fan Control - - 

Fan: 120mm - - 

 

 

Dimensions and Weight 

 Cage Case Package 

Height 420mm 420mm 533mm 

Width 187mm 187mm 245mm 

Depth 450mm 485mm 485mm 

 
    Gewicht (netto): 5.16Kg 
    Gewicht (brutto): 6.18Kg 
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 Cage Case Package 

Height 420mm 430mm 533mm 

Width 183mm 183mm 245mm 

Depth 440mm 485mm 485mm 

 
    Weight 
(net): 5.32Kg 
    Weight 
(gross): 
6.18Kg 

 


