
 
  
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
       
 

 
 
 
 

Easy installation of the component is the top priority for the         

2011 series. Both side panels can be opened like a car door with the 
patented handle bar.  

Because of the fact that the main board rack including the slot 
brackets is completely downward retractable the main board, cards 

etc. can be installed very easily and comfortably.   

To provide the required stability this case is build out of special 

reinforced sheets.  

USB and Audio connectors in the front ensure a modern interface 
connection and a standard 400W PSU provides enough power for all 
your components.   
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Specifications 

Motherboard ATX, -ATX 

Drive Bays 5.25" external: 4 

3.5" external: 2 

3.5" internal: 5 

Front Connectors USB 2.0: 2 

Microphone: 1 

Headphone: 1 

Cooling System Front: 2x 80mm 

Rear: 1x 80mm 

Side: 1x 80mm 

Guarantee and Warranty Case 24 Months Warranty 

PSU 24 Months Guarantee 

Article Number 

EAN8Code 

11016 

8 

Packing Units Shipping Unit: 1 Piece 

Palette: 24 Pieces 

Scope of Delivery Power Cord 

Screw Set 

Speaker 

USB Pin Manual 

Features                                                                                                     400W Power supply 

Adjustable Airduct in the side panel 

Completely retractable side panels, on the right  side with main board rack 

Reset button 

USB 2.0 and audio connectors as block connector 

HD Audio/AC897 compatible 
optional with Easy8Clip System 

 

Dimensions and Weight 

 Cage Case Package 

Height 450mm 465mm 550mm 

Width 200mm 210mm 260mm 

Depth 455mm 490mm 510mm 

 
    Weight (net): 9.98Kg 
    Weight (gross): 10.96 Kg 

 

Power Supply 

Connector Quantity Max. Length 

Mainboard 20+4Pin 1x 55cm 

P4 12V 4Pin 8 8 

P4/EPS 4+4Pin 1x 55cm 

P8 12V 8Pin 8 8 

PCI8Express 6+2Pin 8 8 

PCI8Express 6Pin 8 8 

IDE 4Pin 4x 70cm 

S8ATA 6x 85cm 

Floppy 2x 85cm 

RPM Sensor Cable 1x 45cm 

Fan Control 1x 8 

Fan: 120mm 1x 8 
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Certification: 


