
 
  
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
       
 

 
 
 
 

The CK�38 Domino – The simple case with the special note 

This case is lacquered with the common matt black and silk like 

coating of the CK series. Elegant applications like the high gloss 
binding of the 3.5" drive bay or the silver stripe above the 5.25" drive 

bay brightens up the design.  

Additionally there is the possibility to mount up to 3 extra 5.25" drive 

bays behind the big front flap. 

All front connectors and controller are placed well reachable vertically 

on the front panel. Naturally, all audio connectors are HD(Audio/AC97 
compatible and all USB have 2.0 standard. A rugged workmanship and 
a spacious internal completes this outstanding product.  
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http://www.inter-tech.de/Englisch/Gehaeuseiten/CK-38-e.htm


 
 
 
 

     
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Specifications 

Motherboard ATX, 4ATX 

Drive Bays 5.25" external: 3 

3.5" external: 1 

3.5" internal: 5 

Front Connectors USB 2.0: 2 

Microphone: 1 

Headphone: 1 

Cooling System Front: 1x 80, 92 or 120mm 

Rear: 1x 80 or 120mm 

Side top: 1x 80mm 

Side bottom: 1x 80 or 120mm  

Packing Units Shipping Unit: 1 Piece 

Palette: 24 Pieces 

Guarantee and Warranty Case 24 Months Warranty 

Article Number 

EAN(Code 

88881042 

4260133121201 

Scope of Delivery Screw Set 

Speaker 

Stands  
(pluggable) 

USB Pin Manual 

Features                                                                                                     HDD(cage removable 

Reset button 

1x Drive door 

USB 2.0 and audio connectors as block connector 

HD Audio/AC(97 compatible 

 

Dimensions and Weight 

 Cage Case Package 

Height 430mm 438mm 525mm 

Width 200mm 205mm 255mm 

Depth 440mm 480mm 465mm 

 
    Weight (net): 5.42Kg 
    Weight (gross): 6.38Kg 
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Certification: 

Power Supply 

Connector Quantity Max. Length 

Mainboard 20+4Pin ( ( 

P4 12V 4Pin ( ( 

P4/EPS 4+4Pin ( ( 

P8 12V 8Pin ( ( 

PCI(Express 6+2Pin ( ( 

PCI(Express 6Pin ( ( 

IDE 4Pin ( ( 

S(ATA ( ( 

Floppy ( ( 

RPM sensor cable ( ( 

Fan Control ( ( 

Fan: 120mm ( ( 

 


