
 
  
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
       
 

 
 
 
 

The A-2976 Elegance is a Micro-ATX case for more demanding 
costumers. Whether it is the high quality front panels with piano finish 

and classy aluminium stripe with integrated power button or the robust 
chase with surprisingly much space with this case there is no 

complaining. 

Four well placed front USB-connectors makes a USB-Hub dispensable. 

Also HD-Audio standard front-connector enables a fantastic clear 
sound. Many features like the removable HDD-cages, the possibility to 

add any graphic card or the standard Airduct in the side panel makes 
this case something special. 
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Specifications 

Motherboard ATX, µATX 

Drive Bays 5.25" external:      2    

3.5" external: 1/0* 

3.5" internal: 1/2* 
* if the ext. 3,5“-bay is not used. 

Front Connectors USB 2.0: 4 

Microphone: 1 

Headphone: 1 

Cooling System Front: 1x 80, 92 or 120mm 

Rear: 1x 80, 92 or 120mm 

Side: 1x 80mm 
(Airduct) 

Packing Units Shipping Unit: 1 Piece 

Palette: 30 Pieces 

Guarantee and Warranty Case 24 Months Warranty 

Article Number 

EAN-Code 

88881093 

4260133122413 

Scope of Delivery Screw Set 

Speaker 

Stands  
(adhesive) 

Features                                                                                                     Reusable slot brackets 

Airduct in the side panel 

Long graphic cards compatible 

HDD-cage removable 

Reset button 

Blue illuminated LED power button 

USB 2.0 and audio connectors as block connector 

HD Audio/AC-97 compatible 

 

Dimensions and Weight 

 Cage Case Package 

Height 370mm 378mm 430mm 

Width 195mm 195mm 245mm 

Depth 350mm 385mm 420mm 

 
    Weight (net): 4.34Kg 
    Weight (gross): 5.09Kg 
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Certification: 

Power Supply 

Connector Quantity Max. Length 

Mainboard 20+4Pin - - 

P4 12V 4Pin - - 

P4/EPS 4+4Pin - - 

P8 12V 8Pin - - 

PCI-Express 6+2Pin - - 

PCI-Express 6Pin - - 

IDE 4Pin - - 

S-ATA - - 

Floppy - - 

RPM sensor cable - - 

Fan Control - - 

Fan: 120mm - - 

 


