
 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
       

 

 

 

 

 

Nitrox Xtended Universal Notebook-power supply NB-90U   
with 10 tips! 

Why should you buy an expensive notebook adapter from a big brand 

when it can only support one type of notebooks? With the           
Nitrox Xtendet NB-90U you can quickly recharge nearly every 

common notebook. Due to changeable tips almost every model can be 
connected. 

The most important feature is the automatic voltage change. If chosen 
the right tip the adapter changes the voltage automatically depending 

on the connector. A wrong voltage should be almost impossible. 

Additionally, the 90W version is equipped with a USB port so that a 

quick charging of USB devices is also possible. 
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Adapter compatible with 
 

ASUS 
19V/2.64A 

19V/4.74A 

ACER 
19V/3.16A, 19V/3.42A, 19V/4.74A 

 19V/3.42A  

COMPAQ/HP 
18.5V/4.9A, 19V/4.9A 

18.5V/2.7A, 18.5V/3.5A, 18.5V/3.8A, 18.5V/4.9A 

DELTA 
19V/2.64A 

20V/3.5A etc. 

19V/2.64A 

DELL 19V/3.16A, 19V/3.42A 

FUJITSU 
16V/3.36A, 16V/3.75A etc. 

19V/3.16A, 19V/3.69A, 19V/4.22A etc.  

IBM 
16V/2.2A, 16V/3.36A, 16V/3.5A, 16V/4.5A etc. 

19V/4.2A 

Liteon 
19V/3.16A, 19V/3.42A  

19V/3.16A, 19V/3.42A, 19V/3.95A, 19V/4.74A 

LS 20V/3.25A  

NEC 

15V/6A etc. 

19V/2.64A etc. 

19V/3.16A etc. 

19V/2.64A, 19V/3.16A    

Samsung 19V/3.16A, 19V/3.75A, 19V/4.22A, 19V/4.74A etc. 

Sharp 22V/1.8A, 22V/2.04A etc.  

Sony 
16V/3.42A, 16V/3.75A, 16V/4A 

19.5V/2.7A, 19.5V/3A, 19.5V/4.1A, 19.5V/4.7A 

Toshiba 
15V/3A, 15V/4A, 15V/5A, 15V/6A  

19V/3.16A, 19V/3.42A, 19V/4.74A 

19V/3.95A 

Gateway 
19V/3.16A, 19V/3.42A, 19V/3.68A, 19V/4.74A etc.  

Specifications 

Output 15-24V 8A max. 120W  
Input 100-240V 50-60Hz  
Number of Tips 10 
Fuse Over-Temperature-Protection 

Over-Voltage-Protection 
Over-Current-Protection 

Short-Protection 
Over-Load-Protection 

Device Dimensions (H/W/D) 30/57/131mm 
Package Dimensions (H/W/D) 255/160/65mm 

Weight (net) 340g 
Weight (gross) 640g 
Packing Units (VE/VPE/PAL) 1/20/500 

Guarantee and Warranty 24 Months Guarantee 
Article Number 
EAN-Code 

88882040 
4260133122185 

Scope of Delivery Power Cord 

10 Various Tips 
Manual 

(German & English)  

Features Loading USB devices 
All changes of  status, like power output, 

will be changed automatically  
Antistatic 

Fire-resistant body 
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Dimensi

ons 
and 

Weigh
t 

 Cage Case Package 

Height 405mm 409mm 490mm 

Width 175mm 175mm 225mm 

Depth 400mm 435mm 450mm 

 
    Weight 
(net): 5,12Kg 
    Weight 
(gross): 
5,82Kg 

 


