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The M-261 is a modern desktop case, that offers space for a Mini-ITX or 

a Micro-ATX Mainboard (max. depth 210mm). 
 

The front door can be opened up to the side and releases the external 
drive bay. The 2in1 card reader, the USB and audio connectors are 

placed at the edges of the front bezel and can be used without opening 
the door. 

 

A powerful 300W power supply provides enough power for all 
components.  

 

Frontpanel opened 
 

Interior view 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Specifications 

Motherboard Mini-ITX, µATX (max. depth 210mm) 
Assembling only with low-profile extension cards 

Drive Bays 5.25" external: 1 
3.5" external:   0 

                                 3.5" internal:  1   
Front Connectors USB 2.0:    2 

Card Reader:    1 
Microphone:    1 

Headphone:    1                
Cooling System Top: 1x 60mm 

Bottom:1x 60mm 

Packing Units Shipping Unit: 1 Piece 
Pallet: 80 

 Piece 
Guarantee and Warranty 24 Months 

Article Number 
EAN-Code 

88881167 
4260133125124 

Scope of Delivery Power Cord 
Screw Set 

Speaker 
Stand 

Adhesive Feet  
Features                                                                                                      300W Power Supply 

Reset Button 
MicroSDHC/SDHC Card Reader 

Side Panels attached with Thumbsrews 
Card Reader, USB 2.0 and Audio Connectors as Block Connector 

HD Audio/ AC-97 compatible 

 

Dimensions and Weight 

 Cage Case Package 

Height 290mm 290mm 332mm 

Width 89mm 89mm 120mm 

Depth 355mm 400mm 445mm 

 
    Weight (net): 2.8 kg 
    Weight (gross): 3.35 kg 
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Certification: 

Power Supply 

Connector Quantity Max. Length 

Mainboard 20+4Pin 1x - 

P4 12V 4Pin 1x - 

P4/EPS 4+4Pin - - 

P8 12V 8Pin - - 

PCI-Express 6+2Pin - - 

PCI-Express 6Pin - - 

IDE 4Pin 2x - 

S-ATA 2x - 

Floppy 1x - 

RPM Sensor Cable - - 

Fan Control - - 

Fan 80mm 1x - 

 

 


