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You are looking for a stylish case, that stands out from the mass? Then 

you made the right choice with the SY-111 Black! The elegant black 
finish of the front panel, as well as the standard USB 3.0 front port, lift 

the chassis out from the mass. 
 

Besides the reduction to only one external 5.25" drive bay, the SY-111 
Black is equipped with a 2in1 Card Reader, that makes the external 3.5" 

bay superfluous. 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Spezifikationen 

Motherboard ATX, µATX 
Drive Bays 5.25" external:  1 

3.5" external: 0 
3.5" internal: 6 

Front Connectors USB 3.0:   1 

USB 2.0:   1 
Card-Reader:  1 
Microphone:   1 
Headphone:   1                

Cooling System Front: 1x 80, 92 or 120mm 

                                         Rear: 1x 80mm 
Side: 2x 120mm or 1x 140mm 

Packing Units Shipping Unit: 1 Piece 
Pallet: 28 Pieces 

Guarantee and Warranty 24 Months Warranty 
Article Number 
EAN-Code 

88881165 
4260133125100 

Scope of Delivery Screw Set 
Speaker 

Slot Bracket 
Features Reset Button 

Lock Loop 
MicroSDHC/SDHC CardReader 

Side panels attached with thumbscrews 
Card-Reader, USB 3.0, USB 2.0 and audio connectors  

as block connector 
HD Audio/ AC-97 compatible 

1x slot bracket boiled 
Rubber bumpers 

                                                                                           

 

Dimensions and Weight 

 Cage Case Package 

Height 410mm 410mm 475mm 

Width 175mm 195mm 220mm 

Depth 390mm 420mm 450mm 

 
    Weight (net): 3.68 kg 
    Weight (gross): 4.40 kg 
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Certification: 

Power Supply 

Connector Quantity Max. Length 

Mainboard 20+4Pin - - 

P4 12V 4Pin - - 

P4/EPS 4+4Pin - - 

P8 12V 8Pin - - 

PCI-Express 6+2Pin - - 

PCI-Express 6Pin - - 

IDE 4Pin - - 

S-ATA - - 

Floppy - - 

RPM sensor cable - - 

Fan Control - - 

Fan: 120mm - - 

 

 


