
 
 

                      
    NEW PRODUCT SPEC SHEET 

 

 

 

Model Number: T71G 

 For AMD®  Shanghai & Barcelona processors -Third-Generation Opteron 2300 & 8300 series. 

AMD K8 Socket 754, Socket 939 and Opteron Athlon 64FX, Socket 940 for Model 150/250/850 

 Active cooler for 1U Servers 

 RoHS Compliance 

 

Overall Specification: 

 Dimension: 100.0 x 74.0 x 27.0 mm 

 Weight: 395 ± 5g 

 Material: Copper C1020 

 Heatsink: 100.0 x 74.0 x 11.0 mm 

 Screw-on retention 

 Backplate included 

 

Blower Specification: 

 Dimension: 60.0 x 60.0 x 15.0 mm 

 Rated Speed: 6000 ± 10% RPM 

 Bearing: Dual Ball Bearing 

 Rated Voltage: 12V 

 Power: 5.64 W 

 Maximum Airflow: 7.4 CFM 

 Acoustical Noise: 59.8 dBA 

 Air Pressure: 1.12 inch-H2O 

 Lead Wire Pin Out: 

o Pin#1-Black(-) 

o Pin#2-Red(+) 

o Pin#3-White (Tachometer/Signal Output) 


