
 
  
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
       
 

 
 
 
 

CobaEcostar 80+ 450W - Eco-friendly, Efficient and Economic 

CobaEcostar 80+ 450W is consequently designed to minimize the 
power consumption. Adjusted to the current technical standards the 

series was able to fulfil all necessary demands to receive the 80+ 
certification. Through this certification a minimum efficient of 80% is 

guaranteed. This not only helps to save the environment but also your 
money. 

Equipped with active PFC, 8Pin (4+4) EPS connector and two         

PCI-Express connectors, the Ecostar 80+ 450W power supplies can 
be used in various fields. The matt black finishing, a super silent 
120mm fan and 2 separated 12V-lines complete the perfect picture. 
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AC Input 115-230V     4A      47-63Hz 

DC Output 3.3V 5V 12V1   12V2  -12V 5Vsb 

Max. 

Current 
24A 21A 17A  16A  0.8A 2.5A 

120W    360W     20W  

Coba Ecostar 

80+ 450W Max.  

Combined  

Power  450W 

Specifications 

Output 450W 

Mainboard 20+4Pin 1x 

4Pin/ 4+4Pin/ 8Pin 12V -/•/- 

PCI-Express 6+2Pin 1x 

PCI-Express 6Pin 1x 

IDE 4Pin 3x 

S-ATA 6x 

Floppy 1x 

Fan Monitoring - 

115/230V Input •/• 
(auto.) 

PFC Active 

ATX-Standard ATX 2.3 

Fan Dimensions 120mm 

Fan Control Auto. 

Noise Level  19-22dB 

Cable Management - 

PSU Dimensions (H/W/D) 86/150/140mm 

Package Dimensions (H/W/D) 170/240/95mm 

Weight (net) 1.50Kg 

Weight (gross) 1.90Kg 

Packing Units (VE/VPE/PAL) 1/10/320 

Guarantee and Warranty 24 Months Guarantee 

Article Number 

EAN-Code 

88882037 

4260133122123 

Scope of delivery   cable ties, power cable, thumbscrews, manual 

80+ Certificate 
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•  = existing 

-  = non existing 
 

Certification:  

Connectors 
Mainboard 20+4Pin 

45cm 

4+4Pin 12V 

45cm 

PCI-Express 6+2Pin 

45cm 

45cm 

PCI-Express 
6Pin 

S-ATA 

45cm 15cm 

S-ATA 

15cm 

S-ATA 

S-ATA 

45cm 15cm 

S-ATA 

15cm 

S-ATA 

IDE 4Pin 

45cm 

IDE 4Pin 

15cm 

IDE 4Pin 

15cm 

Floppy 

15cm 


