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Specifications 

Raid Level RAID 0, 1, 1+0, 3, 5, JBOD, Single 
Possessor JMB 393 
HDD Interface 4x 2.5" S-ATA I&II&III  
Capacity of HDD No Reduction 
HDD Size Standard 2.5" 
Required Space 1x 5.25"-Bay 
Host Connector S-ATA 
Max. Data Transfer Rate  3Gbit/s 
Support OS Win98/SE, Win 2000/ME, XP, Vista, 7  

Linux 
User Interface - 
Auto Rebuilding ● 
Hot Swap ● 
Plug&Play ● 
Power Switch - 
Fan 2x 40mm 
Display - 
LED 4x HDD Activity 
Alarm Overheating 

(acoustic) 
Switch Reset/Change-Mode Button 

RAID Control Configuration DIP Switch  
Power supply 4Pin Molex  
Material Aluminum 
Case Dimensions (H/W/D) 42/146/175mm 
Package Dimensions (H/W/D) 65/240/170mm 
Weight (net) 0.8Kg 
Weight (gross) 1Kg 
Packing Units (VE/VPE) 1/20 
Guarantee and Warranty 24 Months Warranty 
Article Number 
EAN-Code 

88887020 
4711200846911 

Scope of Delivery S-ATA cable 

Driver CD 
Screw Set 

Manual 
(English) 

Features Lockable trays 

 

● = existing 
- = non existing 

 


